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INITIALIZE BY LOADING 
THE ROUTE PLAN STORED 
IN THE STORAGE DEVICE 






INTERACT WITH GPS 
RECEIVER, STREET MAP, 
AND ROUT PLAN FOR 

VEHICLE NAVIGATION 
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RECEIVE A 'NEW 
ROUTE PLAN' 
REQUEST FROM USER 
INTERFACE 
MANAGER? 



303 



COMPUTE NEW ROUTE 
BASED ON USER INPUT, 
COVERAGE MAP AND 
STREET MAP 
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UPDATE THE ROUTE PU\N 
STORED IN THE STORAGE 
DEVICE 
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FIG.3 
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START 



INITIALIZE BY LOADING THE DEFAULT 
COVERAGE MAP STORED IN THE 
STORAGE DEVICE 
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GET MEASUREMENT FROM THE 
MEASUREMENT DEVICE AND 
UPDATE THE COVERAGE MAP 
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PREDICT COVERAGE STATUS ACCORDING 
TO ROUTE PUN, COVERAGE MAP, AND 
CURRENT LOCATION 
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INFORM USER INTERFACE MANAGER 
ABOUT COVERAGE STATUS 



CHECK SHORT-TERM COVERAGE AND 
RESPOND TO CONNECTION MANAGER 
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FIG.4 
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